66BR03

6YBUR001

66GA2890K

9BBZM1000210003A

Inside bracket for thermostatinternal
manual reset (Stainless steel)

Adjustable knob stop bracket
(Fits 66MS and 66MZ knobs)

Bracket converter. Allows torotate the
thermostat bracket position of 90°.
Can be used with every thermostat
with 2 M4 screws 28 mm distance

Fixed setting cover. Avoid access to
adjustment on S and V thermostat
types. Replaces knob and dial

** Full reference is defined by the printing
Many mounting plates have been developed for immersion heater enclosures, see catalog No. 2

Assembly examples with internal brackets

Screw driver adjustment thermostat, internal access manual reset thermostat
1: Silicone cap or
cable gland cap
2: Gasket
3: Adjustment shaft
4: Arrow clips or
miniature knob
5: Internal plate
6: Internal plate
mounting screws
7: Thermostat
mounting screws
8: Adhesive PVC
printed dial

Through wall waterproof gaskets for thermostat shafts

They allow mounting a thermostat or a switch through a wall, ensuring a good resistance against water ingress. The gasket, pressing on the shaft, is compressed between the
enclosure wall and a counter-plate. A light lubrication of the counter-plate and the inner face of the wall is recommended.
Flammability: UL 94-V0
Hardness: 60 Shore A
Color: black. Other colors available (MOQ apply)

Assembly examples with internal brackets

Assembly by 2 holes dia. 4mm, 28 mm distance,
with back-plate and M4 spacers

1: Thermostat shaft
2: M4 x 6 screws for wall-mounting
3: Housing wall or mounting board
4: M4 spacers
5: Sealing gasket
6: Stainless steel washer
9BBJO1000004010A

Shaft gasket for thermostats with dia. 6 mm shaft and
4.6 mm flat, outer lip model. Recommended distance
between wall and internal plate 5.5 to 6.5 mm
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1: Silicone cap or
cable gland cap
2: Enclosure
3: Internal plate
mounting screws
4: Internal plate
5: Manual reset
button
6: Thermostat

Assembly with back-plate and M4 molded studs
(immersion heaters housings)

1: Thermostat shaft
2: Shaft gasket
3: Enclosure with molded bushings
4: Internal plate
5: Internal plate mounting screws
6: M4 x 6 thermostat mounting screws
9BBJO1000004033A

J09BBJO3000RSI001AR

Shaft gasket for thermostats with dia. 6 mm shaft and Shaft gasket for rotary switches with 4 mm square shafts,
4.6 mm flat, without outer lip. Recommended distance without outer lip. Recommended distance between wall
between wall and internal plate 5.5 to 6.5 mm
and internal plate 6.5 to 7.5 mm
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Knobs dials and brackets

Pockets
66DI12****

66DK12****

66DU****

304 Stainless steel pocket,
Nickel plated brass pocket, ½”
with M4 securing screw,
BSPT thread
½”BSPP thread. Available in
Available in various diameters
various diameters and lengths
and lengths
**** Many thermostat mounting accessories (pockets, flanges, fittings, coolers) have been developed for thermostats with enclosures, and
incorporation. See catalog No. 2 which gives all the possible references of these accessories
PBT pocket, ½” NPT thread

Nickel plated brass pocket, ¼”
BSPP thread. Available in
various diameters and lengths

Stainless steel mechanical
protection for wall mounting
thermostat bulb or sensor
can be used on thermostats for

Pockets grommets

Used to hold probes or electronic thermostat bulbs inside a pocket or a tube, while protecting them against the sharp edges of the tip
Flammability: UL 94-V0
Hardness: 60 Shore A
Color: black. Other colors available (MOQ apply)
9BBJ01000ELH095A
9BBJO1000SPH012A
9BBJO10000ELH024A
9BBJ0100004008A

9BBJO1000SPH002A

Pocket grommet for 16 mm ID
Pocket grommet for 6.5 mm ID Pocket grommet for 7 mm ID and Pocket grommet for 8 to 8.5 mm Pocket grommet for 15 mm ID and
2 wires or capillary of 2.6 mm
and wire or capillary of 1.4 mm
wire or capillary of 2.3 mm
ID and 4 x 2 mm flat cable
and wire or capillary of 2.5 mm
and one cable of 6 mm dia.
Many silicone parts have been developed for thermostats with enclosures, and can be used on thermostats for incorporation. See catalog No. 2

Flanges and fittings

66BF1

66BF3

Air duct flange for rod thermostat
with dia. 14.5mm output

Air duct thermostat flange for
6mm bulb

66RF07015

Rod cooler with 14.5mm
termination.. Used on
high temperature rod
thermostats.
Fits the 3/8 thread located
under the housing and the
dia. 14.5 hole of pockets
or flanges
Not usable on Y0 types

66BF2

66RL41LB010

6YEBMG002

Air duct thermostat flange for
8mm bulb

Capillary stuffing box with flat
gasket and M14 nut

Capillary grounding terminal

Rod coolers
66RF0231M12

Rod cooler G1/2
Used on high temperature
rod thermostats. Fits the
3/8 thread located under
the housing and the ½
male thread of rod cooler
bracket
Not usable on Y0 types
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66DR12510021C000

G1/2 Rod cooler bracket
(for air ducts mounting)
Not usable on Y0 types

73

Brackets, fittings and thermostat boots
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Disc thermostat silicone boot, for
flexible silicone heaters

9BBJO1000ELH025A

silicone boot, for
Bimetal thermostat silicone boot, for Bimetal thermostat
heaters, with cable
flexible silicone heaters, with pilot light flexible silicone
retainer

9BBJ01000ELH058A

9BBJ01000004015A

Silicone grommet for thermal fuse and
½” disc thermostat protection boot,
wires output, for cartridge heaters Silicone boot for TCO pocket mounting for flat wires 2.5 x 4.3 mm to 3 x 4.8
dia. 16 mm
mm

Silicone boot for PT100, TCO or
Silicone boot with cable retainer, for
temperature limiters, with silicone
temperature limiters, with silicone
RTV potting holes, for flexible silicone RTV potting holes, for flexible silicone
heaters
heaters

9BBJ01000004017A

9BBJO1000004019A

½” disc thermostat protection boot,
for dia. 5 to 8 mm cable

½” disc thermostat protection boot,
with securing bracket, for flat wires
2.5 x 4.3 mm to 3 x 4.8 mm

Many disc thermostat protection boots have been developed for heat tracing applications, and can be used on thermostats for incorporations, see catalogue N°3

9BBAE1000000017A

Brackets and accessories for disc thermostats
9BBAE1000000018A

9BBAE1000000019A

Stainless steel bracket for silicone cap
9BBJO3000004019A

Stainless steel extended mobile
bracket for 1/2” disc thermostat

Large flat bracket, stainless steel, for
½”disc thermostat

9BBBT1M00ELH025D

BBAE1000000040A

9BBAE1000000015A

½” extended cup disc thermostat
mounting bracket for pipe or tank
mounting. Stainless steel. Must be
spot welded on pipe. Specify pipe dia.

Two ½” disc thermostat mounting
bracket, 3 screws, stainless steel

Two ½” disc thermostat mounting
bracket, center screw, stainless steel

9BBAE1000000011C

9BBBT1000000006A

boot for epoxy
Large stainless steel extended mobile Black polypropylene
potting on ½”disc
bracket for 1/2” disc thermostat with thermostat.
Can
be
used
with bracket
boot 9BBBT1000000006A
9BBAE1000000011C

9BBAE1000000041A

6Y4903RESET90

Two ½” disc thermostat mounting
bracket, center screw, stainless steel,
open type for thermostats with QC
terminals

Side manual reset button. This
component allows to reset an ½” disc
thermostat from the side

Examples of special assemblies and wires harnesses of disc thermostats made in our factory
(UL certified)
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Thermostat boots

They are designed to protect thermostats against accidental contact or liquid ingress. They may, depending on the model, be filled with a resin or simply be glued or
vulcanizedon their support
Flammability: UL 94-V0
Hardness: 60 Shore A
Color: black or red depending on the model. Other colors are available. (MOQ apply).
9BBJO1000SPH008A (F2)
9BBJO1000SPH006A (F5)
9BBSI151SPH020A
9BBJO1000SPH016A (F1)
9BBJO1000SPH018A (F6)

