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General options of control boxes
The opions are factory assembled and are not available separately

Backlit knob
Intended for versions with room or capillary thermostats, this controller is equipped with internal
lighing allowing by transparency a night viewing thermostat seing.
Reference with mounted opion

To add this opion on thermostaic control boxes
on page 56 to 59, replace the 10th character
No. 10 of the reference control box with “R”

Because of permanent improvement of our products, drawings, descriptions, features used on these data sheets are for guidance only and can be modified without prior advice

Consult us for 120V versions

Illuminated On/Off switch
This illuminated switch is standard for electronic temperature control models. It is an opion only
for room or capillary thermostats versions as it reduces the electrical raing to 12A. It is not suitable
with the three-phase bulb and capillary thermostats versions.
Product reference with this opion assembled

To add this opion on thermostaic control boxes
on page 56 to 67, replace the 10th character of
the reference control box with “T”

Consult us for 120V version

Combination of illuminated On/Off switch + Backlit knob:

To add this opion on thermostaic control boxes on page XX, replace the 12th character of the reference control box with “S”

2 poles On/Off shaft switch for bulb and capillary thermostat
Only for adjustable bulb and capillary thermostats. This switch enables an
of/of two poles acion 16A 250V, acivated when the knob is turned back
to its minimum angle posiion. For foot print reasons, this opion cannot
be mounted with ranges above 320 ° C, nor on the three pole thermostats.

Assembly example

To add this opion on thermostaic control boxes
on page 56 to 59, replace the 10th character of
the control box reference with “P” (simple shat
switch) or with ‘’Q’’ (shat switch + backlit knob)
* Required by the EN60335-1§24-3 Standard
Reference with
assembled opion

Infrared remote control

Used when the control boxes are located high or diicult to access. Allows remote start of control boxes, from up to 8 meters. Infrared control do not
cause radio interference. Mounts on all control box models with window and terminal block (not possible juncion boxes and Ground Fault Circuit
Interrupter boxes). Current raing: 12A 250VAC.
Can be mounted in approved workshop, respecing the installaion instrucions on not originally equipped boxes.
References with mounted opion

To add this opion on electronic control boxes on pages 56 to 67, replace the 12th character of the
reference control box with “R”

Consult us for 120V version
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General options of control boxes
The opions are factory assembled and are not available separately

Immediately below the level of the transparent window, the warm air low it generates prevents from
condensaion on the window and keeps an opimum ambient temperature for the control devices in
the housing. It has a wide aluminum heat exchanger to reduce its surface temperature and a miniature
snap-acion thermostat limits the temperature inside the cabinet.
Mouning with 4 screws under the lid, connecion in parallel on the power supply, directly on the
terminal block.
Its operaion can be permanent, as soon as the cabinet is powered up, or controlled by the cabinet
power lighted switch. It can be coupled to a room thermostat built into the case, triggering its start
when the outside ambient temperature drops below 4 ° C + / 3 ° C and cut back when above 10 ° C + / -3.
• 13 Wats power: for use in cold rooms, up to-20 ° C *, or heat tracing in cold regions.
• 26 Wats power: for use in very cold atmosphere, up to-50 ° C*.
* Values given for air velociies less than 1m / s, and for plasic boxes only.Please consult us for SSR
aluminum boxes.
Consult us for 110-120V possible versions
References (220-240V)
To add this opion on electronic
control boxes on pages 56 to 67,
replace the 11th character of the
reference control box with the following leters

Power

Electric acivaion

Thermal acivaion

H

13W

Cabinet turned on

Coninuous operaion

J

26W

Cabinet turned on

Coninuous operaion

K

13W

On/Of switch

Coninuous operaion

L

26W

On/Of switch

Coninuous operaion

M

13W

Cabinet turned on

With room thermostat
4°C+/-3°

N

26W

Cabinet turned on

With room thermostat
4°C+/-3°

P

13W

On/Of switch

With room
thermostat4°C+/-3°

Q

26W

On/Of switch

With room thermostat
4°C+/-3°

110-120 Volts versions available, please contact us

Cable gland mounting boards (available on Y8 types only)

The gland mouning board, ited in standard, can be replaced by the following versions in factory assembled products (assembled reference), or replaced on
site by the end user (spare part reference). See the cable glands on page xx.

One 1''BSPP
tapped hole for
tracing stand or
gland

Two M25x1.5
tapped holes for
large gauge cables

Two M20x1.5
tapped holes and
one M24x1.5

One M20x1.5
tapped hole and
three cable gland
bodies for lat
cables

Two M25x1.5
tapped holes and
one M16x1.5

One M16 tapped
hole for ATEX
EXDIIBT6 with KW
séries thermostat,
ightening on
H05VVF2x0.5
cable and on
10mm stainless
steel corrugated
tube

Blank board

Assembled
reference*

E

D

C

F

H

G

B

Spare part
reference

6YPPEV101

6YPPEV22

6YPPEV220124

6YPPEX420

6YPPEV225116

6YPPEATEX116

6YPPE0

*References assembled on boxes
To add this opion on electronic control boxes, replace the last character of the control box reference on pages 56 to 67 with the following leters
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Because of permanent improvement of our products, drawings, descriptions, features used on these data sheets are for guidance only and can be modified without prior advice

Box heater

